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HYBRID 2MP DVR 
(ALL AHD+TVI+CVI+SD)

4/8/16CH Analog HD Recording DVR Key Features 
•4 IN 1 DVR – AHD, TVI, CVI, CVBS
•2M pixels Recording
•Max 8TB  X2 HDD , USB Backup
•Easy Network Connection

Made in KOREA

CT INC.
Quality products since 2002

Model
HDR-5016

4CH DVR(Half-Real) 4CH(Real Time) 8CH DVR(Half-Real) 16CH DVR(Half-Real)

Video Camera Input(NTSC,PAL) 4 4 8 16

Output 1 HDMI,  1VGA 1 HDMI,  1VGA,1 SPOT 1 HDMI,  1VGA 1 HDMI,  1VGA

Audio
Audio Input 4 RCA 4 RCA 2 RCA 2  RCA

Output 1 RCA

Sensor in (No,Nc)/ Alarm Out NA 4/1 NA NA

Operating System Embeded Linux OS

Display

Speed 120fps 120fps 240fps 480fps

Resolution(Pixel) 1080P

Split Screen 1,4 1,4 1,4,8 1,4,8,16

Record

Compression H.264 

Resolution(Pixel) 1920*1080P

Picture Quality 4 Steps (Highest,High,Middle, Low)

Mode Manual,Continuous,Motion,Sensor,Cont+Event,Motion+Sensor,Schedule1~4.

Speed

Total
NTSC 1080P 60FPS 1080P 120FPS 1080P 120FPS 1080P 240FPS

PAL 1080P 50FPS 1080P 100FPS 1080P 100FPS 1080P 200FPS

Each 

Chanel

NTSC 1080P 15FPS 1080P 30FPS 1080P 15FPS 1080P 15FPS

PAL 1080P 15FPS 1080P 25FPS 1080P 12FPS 1080P 12FPS

Play

Display 1,4 1,4 1,4,8 1,4,8,16

Search Mode Quick,Calendar,Bookmark,Event,USB

Speed Normal, REW(*1) & FF(*1,*2,*4,*16,*32,*64,*128,*256), Frame to Frame, Pause

Device Internal HDD

Network

Network Interface Ethernet

Protocol TCP/IP, SMTP, HTTP, DHCP

Application Windows7/ 2000 / XP(PC Client System)

Web Browser Internet Explorer 5.0 Higher(DVRs Contorl or Viewing)

Direct Viewing Local DVR can view and control multi DVRs via network

Viewing App(Iphone, Android),Remote Client, CMS,VMU(Video Management Unit)

Archive Interface USB 2.0x2ea

Function
16CH Playback in Mobile Phone, Event(MPEG) to E-mail in case of power disconnection

Control
Motion Detection

Each Control / Channel

Sensitivity : 1~15 Steps for each channel

Area : Programmable motion detection area for each camera individually

Controller Mouse/ IR Remote controller(option)

Others

HDD 1XHDD
1XHDD(Support 2 SATA interface but ,

if used 2x HDD, Min.4A is required)
2XHDDs

Power Source DC12V 3A DC 12V 4A

Power Consumption 36W 48W

Operating Temperature 5~40℃(41~104F)

Relative Humidity >95%

Weight
Net

Gross(Box)

Dimension
Net 258(W)*253(D)*48(H) 320(W)*253(D)*52(H) 320(W)*253(D)*52(H) 374(W)*373(D)*45(H)

Gross(Box)


